Traatad sarvice pele furnished and inetalled by customar.

and Installed by customer

Round pele with 6 minimum diometer ot top

Weatherhead and entrance cable fumished

N Insulated service bracket and a bolt furnished
| ay
and Installad by Sumter EMC (Spec. K1.2)
y”
Overhead triplex wire furnished
Position of guy and installed by Sumter EMC
(If requirad)
5/16" (minimum) I
Galvanized steel cable
and onchor fumlished |TT
and Installad by All clearances shawn are minimum
custamar clearances ot maximum cenductor sag.
— NESC rules and revislons supersede these
——
Pole ground wire te servica nsutral requirements. See Nate 1 balaw.
L1 Furnizhed & Instolled by ecustomer
. ] 4 copper minimum
18" Min. (4 copp )
(Pole To ) . MiInfmum clearances over structures:
P Pipe strop (30" spacing between strups) Roaf without permanent access: 3 1 /2 feet
Raof with permanent access: 11 fest
2" (minfmum) rigid stesl or PVC — _—]
i conduit furnished and installed
’_/by customer
14" Min. Pipe strap (30 spacing betwaen straps)
(Drip Loop)
Overhead mater base furnished by
~ le— Sumter EMC and installad by customer
j Service discennect and braakers
l@a—— fumnished and installed by customaer
Undergraund sarvice drop(s) os required
Fumis?led & installed by customer
4' Min (Conductor sized par NEC or local cades) 11 feet B8 feat 12 feet 18 feat 24 1/2 feet
& M Deck Wall Pedestrion  Drivewnys, State
ax Ground wire to ground rods Only Arex Alleys, Highways,
Furnished & installed by customer Ne Vehicle  County JUS.
J (#4 copper minimum) Traffic Roads Highways
Final Grade Level l l
X \5. N o'\ﬁ\\ ARANANANARIA
%18 ’Ml‘n.>< 8 4Min.é <§\/)/\>g<{ R <//\\/@(/\
ar N N i DAVANVANANVANANVAVAVANANVAVN
_\ _|
Graund rpds furnished and
WM
5" Min. instolled by customer
Pole Depth
8" MIN.
—— G MIN, ———»
(Secand ground rod spacing
shewn if required by lecal
agency ar desired
by customer) I B

NQOTES:

1. Al clearoncas to be in conformance to the most stringent 4. This drawing shows Sumter EMC requirements only; check
requirements of either the NESC, NEC or other codes of with your local codae atfice for county or clty codes, If
governmental or requlating authorities as applicable. required, prior to installatian.

N . _ . 5. Consult with a licensed alactrician fer confermance to the

2. If length q_f conduit exceeds 10 feet, coupling is permitted National Electrical Code (NECY and local codes, and for
on end ndjacent te metar. proper sizing and Installation af conductors ond aquipment

3. Service pele locatien should always be spotted by 6. Electricol inspections are required after wiring is campleted

Sumter EMC prior to installation.

in Marien, Lea, and Sumter counties befere mater is set.
Qther countles or muniefpalities moy requlre permits — cantact
your local government authorities to verfy permit requirements,
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